
Ecologic Line

Biodiesel Tanks
Ecologic tanks for storing and transporting Biodiesel

Allestimento standard Biodiesel Allestimento standard Biodiesel Armadietto standard Biodiesel Filtro

Description

Storing, transporting and dispensing Biodiesel efficiently and safely is now possible with Emiliana Serbatoi, with a brand new range of tanks designed to contain the 

innovative sustainable fuel, including the more  aggressive B100, that reduces atmospheric emissions, thereby confrming its focus on sustainable refuelling. A Biodiesel 

version has been developed for the main products in the catalogue: from the Traspo®,  Emilcaddy® and Carrytank® lines of transportable steel and polyethylene tanks, 

with capacities ranging from 55 to 1000 litres, to the Tank Fuel line in steel that can hold tens of thousands of litres of fuel.

Delivery units on Biodiesel tanks are also suitable for “green” fuel: self-priming vane pumping systems, manual and automatic nozzles, mechanical and electronic fuel 

meters and portable  transfer units.
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Main features

More environmentally friendly

Emiliana Serbatoi launches a range of tanks specifically for Biodiesel, the innovative sustainable fuel that reduces atmospheric emissions.

Efficency and safety

Steel tanks for storing, transporting and dispensing Biodiesel, including the B100 version, allow vehicles to be refuelled efficiently and safely.

Many solutions available

Capacities ranging from 55 litres to tens of thousands of litres, and a fuel delivery rate of up to 100 litres per minute with a dedicated fuel meter.

Outfittings

· CARRYTANK®

· CARRYTANK® PICKUP

· TRASPO®

· TANKUBE®

· EMILCUBE®

· TANKFUEL®

Accessories

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Digital  flow meter  for diesel  K24 in 
aluminum

Mechanical  flow meter  K33 for 
Biodiesel

Mechanical  flow meter  K150 for 
Biodiesel

Filter  Water  captor  150

For diesel and gasoline. 
Water absorption and 
impurity filtration. Filter 

capacity 30μm. Flow rate 
150 l/min.
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