Transport tanks

Carrytank® 400+50

Polyethylene and combined tank for Diesel fuel and AdBlue transport equipped with a fuel transfer unit

DIESEL
+

Battery connection Lockable lid Slots for securing straps Removable AdBlue® tank

Description

Carrytank® 400+50 is a combined solution designed to maximize refuelling efficiency by integrating diesel and AdBlue® transport into a single system. Ideal for use in
agriculture, construction and logistics, it allows both fluids to be managed directly on site, reducing time, space and operational complexity.

Thanks to the integrated dual compartment, it enables complete refuelling of vehicles with one single unit, improving efficiency and workflow organization. The compact
and functional design ensures easy transport and handling, maintaining an excellent balance between capacity and ease of use.

Made of durable polyethylene, it is designed for intensive use and long-term reliability in all operating conditions.
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Main features

combined tank for Diesel adn Adblue® transport

made in linear polyethylene

reinforced lockable lid

filling aluminium plug for Diesel compartment and filling polyethylene plug for AdBlue®/DEF compartment
with integrated air vent device

level indicator

inline filter

fuel transfer unit

automatic fuel nozzle

built-in forklift pockets (full tank)

handles for lifting and carrying (empty tank)

drip-proof nozzle holder for improved cleanliness and protection

integrated recesses for securing with ratchet lashing straps during transport.

Ouffittings

Standard configuration model AC:

DC fuel transfer pump, mod. DEVIL40 (12 or 24 V), flow rate 40 I/min for Diesel compartment.
Submersible pump 12V, flow rate 15 I/min for AdBlue®/DEF compartment.

4 m of hose for Diesel fuel and 4 m of hose for AdBlue®/DEF.

Automatic nozzle for Diesel fuel and manual nozzle for AdBlue®/DEF.

6 m of battery power cable and clamps for battery connection.

Optional: digital flow meter for Diesel fuel, mod. M24.

Optional: water separator filter for Diesel fuel.

Configuration model DF:

DC fuel transfer pump, mod. DPUMP (12 or 24 V), flow rate 60 I/min for Diesel compartment.
Submersible pump 12V, flow rate 15 I/min for AdBlue®/DEF compartment.

4 m of hose for Diesel fuel and 4 m of hose for AdBlue®/DEF.

Automatic nozzle for Diesel fuel and manual nozzle for AdBlue®/DEF.

6 m of battery power cable and clamps for battery connection.

Opt.: digital flow meter for Diesel fuel, mod. M24.

Optional: water separator filter for Diesel fuel.

Configuration model BC:

AC fuel transfer pump, mod. DEVIL55 (230 V), flow rate 55 I/min for Diesel compartment.
Submersible pump 12V, flow rate 15 I/min for AdBlue®/DEF compartment.

4 m of hose for Diesel fuel and 4 m of hose for AdBlue®/DEF.

Automatic nozzle for Diesel fuel and manual nozzle for AdBlue®/DEF.

2 m of power cable with Schuko plug for connection to BC supply (Diesel fuel).

4 m of battery power cable and clamps for battery connection (AdBlue®/DEF).

Opt.: digital flow meter for Diesel fuel, mod. M24.

Optional: water separator filter for Diesel fuel

Accessories

Emil Level Digital fuel meter, mod. M24, for Drip Tray
Diesel Fuel

Remote control system for monitoring

the fuel level in the tank

Retention Basin for Carrytank

Retention basin for ground use, 100%
tank’s volume capacity, made in carbon
steel.
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Digital flow meter for AdBlue K24 Strainer filter stainless steel ES Filter Filter Water captor 70

For diesel and gasoline. Water For diesel and gasoline. Water
For diesel and gasoline. Impurity absorption and impurity filtration. Filter ~ absorption and impuirity filtration. Filter
filtration. Filter capacity 60um. Flow capacity 10pm. Flow rate 70 I/min. capacity 30pum. Flow rate 70 I/min.

rate 50 I/min.

Automatic nozzle for AdBlue® Automatic nozzle for AdBlue® with Manganese 12V or 24V battery with Manganese 12V or 24V battery with
integrated flow meter. battery charger (European plug type  battery charger (cigarette lighter plug)
C) and battery slot and battery slot

Technical data

Diesel AdBlue® : . . Empty . . .
Model capacity (1Y) | capacity (it Width (mm) Depth (mm) Highness (mm) Thickness (mm) weight (kg) Weight with pump unit (kg)
400 50 800 785 6,5 45 57

CTG405 1,200

Loading Plan

CTG405

33 75 75 102

Product code
CcT X X X X
Model Fuel Volume Pump Nozzle
CT = Carrytank G = Diesel 405 = (400 | diesel + 50 | adblue) A =40 l/min C = Automatic 60 I/min
B =55 I/min F = Automatic 80 I/min
D =60 I/min

Not all combinations are available

3 [XEERaATGl



