
Transport tanks

Carrytank® CTK 445
NEW

Polyethylene fuel transport tank with hose reel integrated into the structure

Integrated hose reel Cable routing with closed lid Gas struts for lid Lockable lid

Description

CTK 445 is the first Emiliana Serbatoi product equipped with a hose reel integrated directly into the tank 
structure.
It is also the first of our polyethylene tanks to feature gas struts for semi-automatic lid opening and soft-
close functionality. Designed using advanced digital engineering tools.
Gasoline version is also available.
CTK 445 is capable of storing and transporting up to 445 liters of diesel fuel or gasoline in complete safety, 
and complies with the tests required by ADR/IMDG /ADN/RID.
It is designed and tested to withstand the pressure created during transport of fuels and to withstand falls at 
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full load even under conditions of extreme temperature.

Main features

· Certified for the transport of diesel and gasoline

· Integrated, custom aluminium hose reel, lightweight and space-saving, designed to hold up to 6 meters of delivery hose

· The hose reel offers key advantages:  

o Lightweight construction

o Allows for neat and clean hose storage

o Simplifies fuel dispensing operations

· Design optimized for pickup trucks

· Gas struts for lid opening, ensuring easy operation and enhanced safety even in strong winds

· Tank and lid shaped to allow power cable passage even when the lid is closed

· Manufactured from linear polyethylene using rotational molding

· Maximum durability with aluminium fittings and inserts

· Attractive and modern design with our new family feeling

· Lockable lid for increased protection

· Forklift pockets for lifting at full load with forks

· Drip-proof nozzle holder for improved cleanliness and protection

· Design engineered for installation in pickup truck beds

· Compatible with a wide range of pumps and accessories

Outfittings

Configuration model AC: 

· DC fuel transfer pump, mod. DEVIL40 (12 or 24V), flow rate 40 l/min.

· Integrated Hose Reel with 6 mt hose

· Automatic nozzle.

· 6 m of battery power cable with bipolar connector for battery connection.

Configuration model BC: 

· AC fuel transfer pump, mod. DEVIL55 (230 V), flow rate 55 l/min.

· Integrated Hose Reel with 6 mt hose

· Automatic nozzle.

· 4 m of power cable with Schuko plug for connection to BC supply (Diesel fuel).

Configuration model ZC: 

· DC fuel transfer pump, mod. 12/24V, flow rate 35/70 l/min

· Integrated Hose Reel with 6 mt hose

· Automatic nozzle.

· 6 m of battery power cable with bipolar connector for battery connection.

Configuration model DF: 

· DC fuel transfer pump, mod. DPUMP (12 or 24V), flow rate 60 l/min.

· Integrated Hose Reel with 6 mt hose

· Automatic nozzle.

· 6 m of battery power cable with bipolar connector for battery connection

Accessories

Digital  fuel  meter,  mod. M24, for 
Diesel  Fuel

ES Filter

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 10μm. Flow rate 70 l/min.

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Retention  Basin  for Carrytank

Retention basin for ground use, 100% 
tank’s volume capacity, made in carbon 

steel.
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Emil  Level

Remote control system for monitoring 
the fuel level in the tank

Technical data

Model
Nominal

capacity (lt)
Width (mm) Depth (mm) Highness (mm) Thickness (mm)

Empty
weight (kg)

CTK445 430 1,275 875 800 8 78

Loading Plan

Model Container 20’ Container 40’ Container 40’ HC Std truck 2700h mm

CTK445 20 44 66 75

Product code

CT X X X X X

Model Fuel Volume Pump Nozzle Hose Reel

CT = 
Carrytank

G = Diesel
K = Diesel 
homologated

445  = 445 
l

A = 40 l/min
B = 55 l/min
D = 60 l/min
Z = 40 l/min dual voltage 
12/24V

C = Automatic 60 
l/min
F = Automatic 80 l/min

AV = Hose 
reel

Approval

Transportable 
materials

Diesel / UNI1202
Gasoline / 
UNI1203

Clases ADR 3

Packaging group II - III
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