
Transport tanks

Emilcube®
Approved fully bunded steel tank, engineered for maximum resistance in heavy-duty environments

2.000 L. 3.000 L. 1.750+120 L. 2.750+250 L.

Description

Emilcube®  is the professional choice for those requiring a robust and secure refuelling system that complies with the strictest environmental regulations. Thanks to its 

total  containment  system , it ensures absolute protection against accidental leaks, making it ideal for the toughest operational challenges and continuous  generator  

power supply .

The carbon steel structure is designed to be stackable  even when full , allowing for space optimization during logistic storage and transport. Internal baffles guarantee 

stability  during  transit , while the top lifting lugs and forklift pockets provide balanced and easy handling in any operational setting

Fully  compliant  with ADR, ADN, IMDG, and RID standards, it guarantees certified fuel transport management.

This is the ideal solution for those seeking an extremely durable and reliable storage and refuelling system.

  

Emilcube® is available in different versions and capacities:

• Emilcube® Diesel: 980 l – 2,000 l – 3,000 l
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• Emilcube® Gasoline: 2,000 l – 3,000 l
• Emilcube® Diesel + AdBlue®/DEF: 1,750 + 120 l – 2,570 + 250 l
 

Available ON REQUEST ONLY:

• Emilcube® Avio: 950 l – 2,000 l – 3,000 l
• Emilcube® AdBlue®/DEF: 1,650 l – 2,650 l
• Emilcube® Diesel + AdBlue®/DEF: 680 + 120 l

 

Main features

· Lockable hinged closing lids operated by gas struts.

· Lifting eyes for top lifting at full load on the corner posts.

· Forklift pockets on all 4 sides for bottom lifting at full load.

· Dedicated anchoring slots for securing during transport.

· Stackable at full load.

· Generator sets can be connected/powered even with the lid closed.

· Emilcube® 2000 and Emilcube® 3000 models are UL 142 certified.

Loading compartment: 

· Ø 300 mm manhole (Emilcube® 980) or rectangular flange, complete with sealing gasket and bolted lid.

· Level indicator.

· Filling inlet with 3” connection.

· Safety valve certified for transport.

· Backup hand pump for emergencies (Emilcube® 980).

Outfittings

Configuration model GE: 

· 1 rapid couplings for generator sets feeding (feeding + return line)

Configuration model AC: 

· Fuel transfer pump, mod. DEVIL40 (12 or 24V), flow rate 40 l/min.

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: up to 2 rapid couplings for generator sets feeding (feeding + return line)

Configuration model BC: 

· Fuel transfer pump, mod. DEVIL55 (230 V), flow rate 55 l/min.

· 5 m of hose.

· Automatic nozzle.

· 2 m of power cable with Schuko plug for connection to BC supply (Diesel fuel).

· Optional: up to 2 rapid couplings for generator sets feeding (feeding + return line)

Configuration model ZC: 

· Fuel transfer pump, mod. 12/24V, flow rate 35/70 l/min

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: up to 2 rapid couplings for generator sets feeding (feeding + return line)

Configuration model DF: 

· Fuel transfer pump, mod. DPUMP (12 or 24V), flow rate 60 l/min.

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: up to 2 rapid couplings for generator sets feeding (feeding + return line)
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Accessories diesel

Rapid couplings Strainer  filter  stainless  steel

For diesel and gasoline. Impurity 
filtration. Filter capacity 60μm. Flow 

rate 50 l/min.

 

Digital  fuel  meter,  mod. M24, for 
Diesel  Fuel

ES Filter

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 10μm. Flow rate 70 l/min.

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Accessories petrol

Digital  flow meter  for gasoline  K24 
ATEX

ES Filter

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 10μm. Flow rate 70 l/min.

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Accessories AdBlue

Digital  flow meter  for AdBlue  K24 Automatic  nozzle  for AdBlue®  with  
integrated  flow meter.
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Technical data

Emilcube® Diesel

Model Nominal capacity (lt) Width (mm) Depth (mm) Highness (mm) Weight with pump unit (kg)

ECK980 980 1,210 1,475 1,260 662

ECK2000 2,000 2,295 1,090 1,280 936

ECK3000 3,000 2,295 1,550 1,280 1,147

Emilcube® Gasoline

Model Nominal capacity (lt) Width (mm) Depth (mm) Highness (mm) Weight with pump unit (kg)

ECK2000 2,000 2,295 1,090 1,280 936

ECK3000 3,000 2,295 1,550 1,280 1,147

Emilcube® Combined Diesel + AdBlue®

Model
Diesel

capacity (lt)
AdBlue®

capacity (lt)
Width (mm) Depth (mm) Highness (mm) Weight with pump unit (kg)

ECK1750+120 1,750 120 2,300 1,325 1,295 623

ECK2570+250 2,570 250 2,300 1,885 1,295 1,183
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Loading Plan

Emilcube®  Diesel

Model Container 20’ Container 40’ Container 40’ HC Std truck 2700h mm

ECK980 4 9 18 36

ECK2000 5 11 22 24

ECK3000 3 7 14 17

Emilcube®  Gasoline

Model Container 20’ Container 40’ Container 40’ HC Std truck 2700h mm

ECK2000 5 11 22 24

ECK3000 3 7 14 17

Emilcube®  Combined  Diesel  + AdBlue®

Model Container 20’ Container 40’ Container 40’ HC Std truck 2700h mm

ECK1750+120 4 9 18 20

ECK2570+250 3 6 12 14

Product code

EC X X X X

Model Fuel Volume Pump Nozzle

EC = 
Emilcube

K = Diesel and gasoline 
homologated

980  = 980 l
1750+120  = 
1750+120 l.
2000  = 2000 l
2570+250  = 
2570+250 l.
3000  = 3000 l

GE = Without pump
A = 40 l/min
B = 55 l/min
D = 60 l/min
Z = 40 l/min dual voltage 
12/24V
E = Atex 50 l/min
U = Atex 75 l/min

C = Automatic 60 l/min
E = Automatic Atex 60 
l/min
F = Automatic 80 l/min

Not all combinations are available

Approval

Transportable 
materials

Diesel / UNI1202
Gasoline / UNI1203 

(only ECK2000-3000)

Clases ADR 3

Packaging group III
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