
ADBLUE® DEF

Emiltrolley® MID
NEW

Specially designed trolley for the transport and delivery of AdBlue/Def MID certified

Numeric keypad Pump flow selector Printer (optional) System purge button and data connection
input

Description

Trolley-mounted electric refuelling system for the commercial distribution of AdBlue®, up to 200-litre drums. On 
request of feasibility it is possible to install it on larger capacity tanks. The unit has a single-phase 230 V power 
supply. Emiltrolley® MID is certified for use in service stations, can be connected to service station management 
systems and is suitable for resale.
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Main features

· The latest generation electronic counter meter is certified according to RI OIML R117-1 (MID COMPLIANT). It has indicators with 25 mm high digits that are 

backlit by LEDs, as well as 7-digit  electronic totalizers that indicate the dispensed volume and the monetary amount. It has a data output port for connection 

to remote devices via serial line, WiFi or GPRS modem. The meter is able to manage the  product stocks via continuous or low level measurement probe. It 

is designed for product temperature range (-10 +40) as per API-STM-IP table 53B

· Self-priming pump with a pressure switch with the option of varying the liquid flow rate (5 or 15 litres per minute)

· Non-intrusive minimum level sensor 

· Electronic protection and control devices.

· Single-phase 230 V power supply

· Top handle for easy moving.

· Safety ball valve.

· Quick coupling for suction from drums.

· Side nozzle holder.

Accessories

· Receipt printer

· Kit to determine the litres or amount to be dispensed in advance

· Elaflex Zva dispensing guns for AdBlue®

· Additional heater for temperatures below -10°C

· Kit to operate the battery

Technical data

Model Width (mm) Depth (mm) Highness (mm)

EMILTROLLEYMID 1,002 653 1,163
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