
Refuelling Tanks

GE Tank
Tanks for generating sets and heating systems; storage and feeding.

Manhole Detail of suction and return lines 1" drainage point for routine maintenance
and cleaning

Grounging cable

Description

Manufactured in compliance with DM 28 april 2005 and DM 22 october 2007 of Ministry of Interior. Fuel storage and feeding tanks for generating sets and heating 

systems. Vertical or horizontal cylindrical tanks  manufactured by using shell plates and dished ends made of carbon steel quality S235JR according to UNI EN 10025, 

watertight electro-welded (submerged arc welding process), provided with anti-roll supports,  primed with a rust preventing layer and finished with a layer of green paint; 

tanks are delivered pressure-tested.

Horizontal version

Standard capacities: 1.000, 1.300, 2.400, 3.000, 5.000, 7.000, 9.000, 10.000, 12.000, 15.000, 20.000 L.

Vertical version

Standard capacities: 490, 1.300, 2.400, 3.000, 5.000, 6.000, 9.000 Lt.

DOCUMENTS & CERTIFICATES:

• Pressure test certificate.

• Calibration table.

• Overfill protection valve certificate.
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Main features

· Ø 400 mm manhole complete with oil-resistant gasket and tight bolted cover.

· 3” lockable filling quick plug with mechanical overfill prevention valve calibrated to interrupt the fuel flow at 90% of the tank’s geometric capacity.

· Vent device.

· 90% overfill prevention valve.

· Mechanical float operated tank contents gauge.

· N° 2 couplings, suction and return lines, size 1”, ready for connection with gen sets, or other equipment. Suction line is completed with foot valve and inline 

strainer.

· Drainage point provided with a safety cap for routine maintenance and cleaning.

· Earthing and equipotential point.

· Manhole access steps for tanks with a capacity exceeding 5.000 liters.

· Tanks are delivered pressure-tested, ready-to-use.

· Containment Basin: made of carbon steel sheets, self-supporting base frame designed to be bolted to the tank’s bottom supports; it can be placed on any 

type of surface (even for permanent installation) and is  designed according to the capacity of the tank (50% or 100% of the volume of the tank). It is 

provided complete with lifting plates, earth connection point, drain plug for routine maintenance and cleaning and n° 4  housings suitable for fixing the 

uprights of the roof system. It is completely primed and painted 

Optional: 

· Roof system for protection against weather conditions, composed of a strong zinc-coated steel frame on which is fixed a self-bearing zinc-coated trapezoidal 

metal sheeting; it is designed to be easily and rapidly  mounted and bolted to GE Tank’s basins.

Accessories

Emil  Level

Remote control system for monitoring 
the fuel level in the tank

GE Tank Roofing  system
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Technical data

GE Tank Horizontal

Reservoir Basin 110% Basin 50%

Model
Nominal capacity 

(lt)
Diameter 

(mm)
Fasciame 

(mm)
Length 
(mm)

Highness 
(mm)

Length 
(mm)

Width 
(mm)

Highness 
(mm)

Length 
(mm)

Width 
(mm)

Highness 
(mm)

GETANK490 498 900 625 625 1,250 1,010 1,010 540 1,010 1,010 250

GETANK1L 975 950 1,250 1,500 1,200 1,900 1,050 550 1,900 1,050 260

GETANK1 1,270 1,100 1,250 1,500 1,360 2,250 1,400 480 1,800 1,250 300

GETANK2 2,482 1,270 1,800 2,060 1,520 2,400 1,750 650 2,350 1,400 380

GETANK3 3,172 1,430 1,800 2,080 1,670 2,450 1,900 750 2,450 1,500 410

GETANK5 5,320 1,600 2,500 2,800 1,850 3,200 1,850 1,000 3,200 1,750 470

GETANK6 5,946 1,600 2,750 3,050 1,850 3,500 1,900 1,000 3,500 1,750 500

GETANK7 7,185 1,700 3,000 3,350 1,950 3,850 2,100 1,000 3,800 1,900 500

GETANK9 8,995 1,900 3,000 3,400 2,130 4,000 2,250 1,100 3,900 2,100 555

GE Tank Vertical

Reservoir Basin 110% Basin 50%

Model
Nominal capacity 

(lt)
Diameter 

(mm)
Fasciame 

(mm)
Highness 

(mm)
Length 
(mm)

Width 
(mm)

Highness 
(mm)

Length 
(mm)

Width 
(mm)

Highness 
(mm)

GETANK1LVMP 975 950 1,250 1,790 1,400 1,250 620 1,400 1,050 380

GETANK1VMP 1,276 1,100 1,250 1,860 1,500 1,635 600 1,500 1,250 360

GETANK2VMP 2,395 1,270 1,800 2,420 1,800 1,650 900 1,650 1,400 550

GETANK3VMP 2,970 1,430 1,800 2,430 2,000 1,700 970 1,850 1,600 540

GETANK5VMP 5,021 1,700 2,000 2,650 2,400 1,850 1,250 2,400 1,850 600

GETANK6VMP 6,367 1,900 1,800 2,550 2,600 2,250 1,100 2,500 2,200 530

GETANK9VMP 8,780 2,300 1,800 2,650 3,600 2,450 1,100 2,800 2,450 650

Product code

GETANK X X X

Model Volume Horizontal/Vertical Basin

GETANK  = GE Tank 9 = 9000 l
490  = 490 l
1L = 1000 l
1 = 1300 l
2 = 2400 l
3 = 3000 l
4981  = 4981 l
6 = 6000 l
7 = 7000 l

(vuoto)  = Horizontal
VMP = Vertical

(vuoto)  = Basin 50%
B110%  = Basin 110%

Not all combinations are available
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