
Transport tanks

Traspo® Doppelwand
NEW

Double-walled metal tank approved for transport

Manhole complete with filling cap, vent
valve, and level indicator

Lockable aluminium lid for added
protection and security

Pre-configured for GE fittings Pre-configured for GE fittings (kit is an
Optional)

Description

Traspo®  Doppelwand  is the first double-walled steel tank approved for transporting diesel and gasoline.

At the top it is equipped with a closable, servo-assisted compartment to contain and protect the pump unit.

Every detail has been specifically designed for road construction sites where heavy-duty  use is required: from the ease of handling (it can be lifted with a full load from 

both above and below) to the thicknesses.

The double wall allows the Traspo® Doppelwand to comply with the regulations of those markets that for environmental safety explicitly require this type of structure for 

transport tanks. This configuration and type approval, in fact, prevent contamination to the environment even in the event of damage or impact, allowing fuel to be 

transported in extreme safety.

It has undergone numerous stress tests to obtain the main fuel transport approvals: ADR (road), RID (rail), ADN (lakes and rivers) and IMDG (maritime).
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Main features

· Approved for the transport of diesel and petrol

· Double-walled structure with inspection capability for enhanced safety and control

· Integrated pump housing recess for organized equipment placement

· Customizable configurations to suit operational needs

· Option to install a load-limiting valve for additional control

· Pre-configured for GE fittings

· Lockable aluminium lid for added protection and security

· Forkliftable and liftable at full load, from both top and bottom

· 3” inspection cap for interspace inspection

· Dedicated drain sleeve for easy cleaning of the interspace

· Dual drain sleeves for quick and easy cleaning of the recess

· Gas struts for smooth lid opening, even in strong wind conditions

· Anti-drip nozzle holder for better protection, cleanliness and efficiency

· Manhole complete with filling cap, vent valve, and level indicator

Outfittings

DIESEL CONFIGURATION

Configuration model AC: 

· DC fuel transfer pump, mod. DEVIL40 (12 or 24V), flow rate 40 l/min.

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: 1 rapid couplings for generator sets feeding (feeding + return line)

Configuration model BC: 

· AC fuel transfer pump, mod. DEVIL55 (230 V), flow rate 55 l/min.

· 5 m of hose.

· Automatic nozzle.

· 2 m of power cable with Schuko plug for connection to BC supply (Diesel fuel).

· Optional: 1 rapid couplings for generator sets feeding (feeding + return line)

Configuration model DF: 

· DC fuel transfer pump, mod. DPUMP (12 or 24V), flow rate 60 l/min.

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: 1 rapid couplings for generator sets feeding (feeding + return line)

Configuration model ZC: 

· DC fuel transfer pump, mod. 12/24V, flow rate 35/70 l/min

· 5 m of hose.

· Automatic nozzle.

· 6 m of battery power cable and bipolar connector

· Optional: 1 rapid couplings for generator sets feeding (feeding + return line)

Configuration model GE: 

· 1 rapid couplings for generator sets feeding (feeding + return line)

GASOLINE CONFIGURATION

Configuration model EE: 

· 12V Pump mod. EX50 ATEX Certified, flowrate 45 lit/min.

· 5 mt antistatic hose.

· ATEX automatic nozzle.

· 5 mt electrical cable with bipolar connector.

· 4 mt grounding cable with crocodile clamps.

Configuration model UE: 

· 12V Pump mod. EX75 ATEX Certified, flowrate 75 lit/min.

· 5 mt antistatic hose.

· ATEX automatic nozzle.

· 5 mt electrical cable with bipolar connector.

· 4 mt grounding cable with crocodile clamps.
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Accessories diesel

Digital  fuel  meter,  mod. M24, for 
Diesel  Fuel

Mechanical  flow meter  K33 for diesel ES Filter

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 10μm. Flow rate 70 l/min.

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Rapid couplings Emil  Level

Remote control system for monitoring 
the fuel level in the tank

Accessories petrol

Digital  flow meter  for gasoline  K24 
ATEX

Mechanical  flow meter  K33 ATEX for 
gasoline

ES Filter

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 10μm. Flow rate 70 l/min.

Filter  Water  captor  70

For diesel and gasoline. Water 
absorption and impurity filtration. Filter 

capacity 30μm. Flow rate 70 l/min.
 

Technical data

Model
Nominal

capacity (lt)
Width (mm) Depth (mm) Highness (mm)

Empty
weight (kg)

Weight with pump unit (kg)

TDWK980 970 970 1,800 1,300 325 350

Product code

TDW X X X X

Model Fuel Volume Pump Nozzle

TDW = Traspo 
Doppelwand

K = Diesel and gasoline 
homologated

980  = 980 
l

GE = Without pump
A = 40 l/min
B = 55 l/min
D = 60 l/min
Z = 40 l/min dual voltage 
12/24V
E = Atex 50 l/min
U = Atex 75 l/min

C = Automatic 60 l/min
E = Automatic Atex 60 
l/min
F = Automatic 80 l/min

Not all combinations are available
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Approval

Transportable 
materials

Diesel / UNI1202
Gasoline / 
UNI1203

Clases ADR 3

Packaging group II - III
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