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  CARATTERISTICHE:

 Il distributore per gasolio, mod. Fimac, omologato 
per carburanti classe C, presenta le seguenti carat-
teristiche di base:
• Chassis completamente realizzato in acciaio 

inox.
• Pompa volumetrica a palette, portata 80 L/min, 

alimentazione 400 V (opzionale 230 V) - 50 Hz, 
provvista di filtro a cestello, valvola di bypass in-
corporata, valvola di non-ritorno e degasatore.

• Misuratore a quattro pistoni, precisione +/- 0.2%.
• Volume ciclico 0,5 litri/giro.
• Display LCD retroilluminato.
• Motore in esecuzione EEXD - certificato ATEX 

secondo la direttiva europea 94/9/CE.
• Testata elettronica (tarabile) volumetrica (solo vi-

sualizzazione volume in litri) con totalizzatore ed 
emettitore di impulsi (Eltomatic) per eventuale 
collegamento a sistemi gestionali.

• Pistola automatica ZVA con 4 m di tubo flessibile.
• Certificazione metrica.

  MAIN FEATURES:

• Corrosion-resistant stainless steel chassis and 
panels.

• Compact volumetric vane pump, cast iron body, 
equipped with inline strainer, check valve, air elim-
inator and internal adjustable by-pass valve.

• Flow rate: 80 lpm.
• Three phases, 400V - 50 Hz motor or sin-

gle-phase BC (option) - 50 Hz power supply.
• Four-piston meter, consisting of a sleeved body 

in which four pistons drive two connecting rods, 
guaranteeing enhanced reliability. Accuracy: +/- 
0.2%.

• Electronic head with calculator or mechanical register.
• LCD display with backlight.
• High precision Eltomatic pulser, ready to be con-

nected with a fuel management system.
• ZVA automatic fuel nozzle.
• 4 m of flexible rubber hose.
• EEXD - ATEX certified motor in compliance with 

European Directive Atex 94/9/CE.
• EC certified and Metric approval.

  CARATTERISTICHE PRINCIPALI:

• Due pompe a palette FIMAC, con degasatore in-
corporato (solo nel caso della benzina), con por-
tata nominale da 40 a 130 l/min omologata Atex. 

• Due motori elettrici in esecuzione Eexd, potenza 
1,0 HP 380 V Atex.

• Due misuratori volumetrici FIMAC tipo LUX60 
ATEX a quattro pistoni, corpo in ghisa, regolazio-
ne su ciascuno dei quattro pistoni, precisione di 
misura +/- 0,2%, altissima ripetibilità.

• Erogatori omologati dal Tuv Nord.
• Il gruppo idraulico FIMAC (pompa e misuratore) 

è approvato a livello metrico e ATEX con certifi-
cato CEE; le testate sono tutte di tipo approvato 
a livello metrico.

• Doppia testata Tw 1 contometrica elettronica e 
display LCD monofronte “litri”.

• Due pulser eltomatic Atex.
• Tubo flessibile di erogazione dia 18/30 lunghez-

za 4 metri.
• Tubo flessibile di erogazione dia 18/30 coassiale 

lunghezza 4 metri.
• Pistola di erogazione ZVA 4.2 per gasolio.
• Pistola di erogazione ZVA 4.2 per benzina.
• Pompa con recupero vapori omologata Atex 

(solo nella versione benzina).
• Porta pistola e porta beccuccio in alluminio.
• Carrozzeria con telaio in acciaio inox.

  MAIN FEATURES:

• Nr. 2 FIMAC vane pumps, with built-in degasser 
(only for Gasoline pump), with a nominal flow-rate 
range from 40 to 130 l / min, ATEX approved.

• Nr. 2 Eexd electric motors, power 1.0 HP 380 V, 
Atex approved.

• Nr. 2 FIMAC volumetric flow-meters, model LUX60 
Atex approved with four pistons, cast iron body, 
adjustment on each of the four pistons, measure-
ment accuracy +/- 0.2%, very high repeatability.

• Dispenser approved by Tuv Nord.
• The hydraulic unit FIMAC (pump and meter), is 

MID (Measuring instruments directive- 2004/22/
EC) certified and ATEX approved with EEC cer-
tificate; headers are all approved for the resale of 
fuel.

• Electronic double header, model Tw1, with sin-
gle-sided LCD display in liters.

• N.2 Atex eltomatic pulsers.
• Flexible dispensing hose for Diesel, diameter 

18/30”, length 4 meters.
• Antistatic flexible dispensing hose for Gasoline,  

diameter 18/30”, length 4 meters.
• Dispensing ZVA 4.2 nozzle for Diesel.
• Dispensing ZVA 4.2 nozzle for Gasoline.
• Pump equipped with vapor recovery system with 

Atex approval (only for gasoline version).
• Nozzle holder and aluminum spout holder.
• Dispenser structure and frame in stainless steel.
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Accessori / Accessories
• Cornice metallica per fissaggio al basamento in calcestruz-

zo. COD. FIMACYMURATURA.
• Steel frame for concrete basement fixing. 

COD. FIMACYMURATURA.

Accessori / Accessories
• Cornice metallica per fissaggio al basamento in calcestruz-

zo. COD.  FIMACYMURATURA.
• Steel frame for concrete basement fixing. 

COD. FIMACYMURATURA.

Distributore per gasolio, serie industriale, per uso 
non commerciale, omologato per carburanti clas-
se C.

Diesel fuel dispenser, heavy duty construction; ap-
proved for Class C fuels and for non-commercial 
use.

Distributore di carburante FIMAC tipo STRADA-
LE, benzina/gasolio oppure gasolio/gasolio, serie 
industriale, per uso commerciale e omologato per 
carburanti classi C.

Fuel Dispenser FIMAC, MID certified, for the supply 
of Diesel + Gasoline or Diesel + Diesel, approved 
for commercial use (resale of fuel) and approved 
for classes C fuel.

Cod. GRPFMC

Cod. GRPMID


